











Techincal data of pipes conforming to ASTM A252

DIAMETER ' .
CUTELDIE BllvIEER: TOLERANCE (mm) (Inch) STANBARD TRIC S ke Nominal Bore Outside Diameter Wall Thickness ~ Weight Plain End Pi€Ce per  wall Thickness  Weight Plain End Riece per
(Inch) (mm) (Min) (Max) (mm) (Inch) (Kg/mtr) (Ib/ft) Mm Inch Mm Inch Mm Inch Mm Inch ~ Bundle  ym Inch Mm Inch ~ Bundle
20 A 26.7 1.050 211 0.083 1.28 0.96 90 2.87 0on3 1.69 113 90
Zs; g.:g; 225321;7: ::Zgg 25 1 33.4 1.315 2.77 0.109 2.09 1.41 90 3.38 0.133 2.50 1.68 60
516 0203 2720 1828 32 1Ya 422 1.660 2.77 0.109 2.69 1.81 61 3.56 0.14 3.39 2.27 42
556 0219 29.29 19.68 40 1%2 48.3 1.900 2.77 0.109 31 2.09 61 3.68 0.145 4.05 2.72 36
6.35 0.250 33.3] 2238 50 2 60.3 2.375 2.77 0.109 393 2.64 37 3.91 0.154 545 3.66 26
8 54" 2197 216.91 22129 704 0277 3679 24.72 65 2> 73.0 2.875 3.05 0.120 5.26 3.53 29 516 0.205 8.68 5.80 18
(8.539") (8712 702 0312 4127 773 80 3 889 3500 305 0120 646 434 24 649 0216 129 7.58 14
818 0322 4254 5858 90 3% 1016 4000 305 0120 7.41 498 21 574 0226 1358 912 2
417 0164 2762 18.56 100 4 N43 4500 305 0120 8.37 562 19 602 0237 1609 108 10
437 0172 2894 19.45 125 5 141.3 5.563 3.4 0.134 11.58 7.78 10 6.55 0.258 21.79 14.63 8
455 0179 2010 20.22 150 6 1683 6.625 34 0134 1385 9.30 10 711 0280 2829 1899 7
478 0.188 31.59 2122 200 8 2191 8.625 4.78 0.188 2526 16.96 5 7.04* 0.277 36.82 24.72 5
516 0.203 34.06 22.88 *The specification conforms to UL conferred by underwriters laboratories USA
556 0.219 36.69 24.65
10 %" 273.0 270.27 27573 5.84 0.230 38.49 25.86 ASTM A-135 GRADE A&B (Black and Galvanised Steel Pipe)
(10.640") (10.855") 6.35 0.250 41.75 28.06 T N 7
7.09 0.279 46.47 31.22 i i i - :
7.80 0.307 51.00 2407 Nominal Bore Outside Diameter Wall Thickness Weight Plain End piece per
874 0344 56.94 28.26 Mm Inch Mm Inch Mm Inch Mm Inch Bundle
927 0.365 60.29 4051 20 Ya 26.7 1.050 21 0.083 1.28 0.96 90
478 0.188 3757 2524 25 1 33.4 1.315 277 0.109 2.09 1.41 90
516 0.203 40.52 27.22 32 1Ya 422 1.66 277 0.109 2.69 1.81 61
5.56 0.219 43.65 29.33 40 12 483 1.900 2.77 0.109 3N 2.09 6l
6.35 0.250 49.71 33.40 50 2 60.3 2.375 2.77 0.109 393 2.64 37
12 34" 323.8 320.56 327.04 714 0.281 55.74 37.45 65 2% 73.0 2.875 3.05 0.120 5.26 3.53 29
(12.620") (12.875") 7.92 0.312 61.73 41.48 80 3 88.9 3.500 3.05 0.120 6.46 4.34 24
8.38 0.330 65.20 43.81 90 3% 101.6 4.000 3.05 0.120 7.41 4.98 21
8.74 0.344 67.89 45.61 100 4 Nn4.3 4.500 3.05 0.120 8.37 5.62 19
9.52 0.375 73.78 49.61 125 5 141.3 5.563 3.40 0.134 11.58 7.78 14
10.31 0.406 79.73 53.52
4.78 0.188 41.31 2776
516 0.203 4456 2994 Tolerance
556 0.219 48.20 32.26
584 0.230 50.39 33.86 Outside Diameter Pipe Size upto & including DN 40 +1-0.4mm
6.35 0.250 54.69 36.75 Pipe Size DN 50 or longer +1=1%
14" 355.6 352.04 359.156 714 0.281 61.33 4121 Thickness -12.5(max)
(13.859") (14.140") 7.92 0.312 67.94 45.65 Weight +10%
8.74 0.344 7474 50.22
952 0.375 8125 54.62 ) ) ) )
Chernical Poperties: Phosphorus = 0.050% (Max) Mechanical Properties Chemical Properties
. . Grade A Grade B Carbon Manganese Phosphorus Sulphur
Mechanical Properties Yield Strength  205Mpa(min)  240Mpa(min) Grade A 0.25 0.05 0.035 0.35
Grade1 Grade 2 Grade 3 Tensile Strength  330Mpa(min) 415Mpa(min) Grade B 03 1.2 0.35 0.35
. Elongation % 35 30
Tensile Strength (Mpa) 345 415 455
Yield Strength (Mpa) 205 240 310
% Elongation in (50mm) 30 25 20 Galvanising
*Deduction 1.50 1.25 1.00 Minimum 0.49 0kg/Sq Mtr
Average 0.550kg/Sq Mtr

Technical Details

Characteristics
Outside Diameter (OD)
Thickness

Tolerances & Technical details
For Round Pipes +1% of OD
-125% of specific wall thickness.

ASTM A-795* (Black & Galvanised Steel Pipes for Fire Protection)

SCH-10

No. of

SCH 40/30*

No. of

Weight For each tube — 5 % & + 15% of standard weight (Calculated Weight)

Length Pipe shall be furnished in single random length, double random length or in uniform length as per the customer
requirement.

Straightness The finished pipe shall be reasonably straight.

End Pipe shall be finished with Square cut (plain End) of Bevel End (30* - 045

Surface Protection
Marking (Stencilling)

Black & Galvanized coating as per Customer requirement
APL APOLLO TUBES, Specification designation, Grade, Outside diameter, Thickness, Process of manufacturing &
Heat No!' on pipe and any thin specific as per the customer requirement.
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APPLICATIONS
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OUR NETWORK OF
INNER STRENGTH

«j/. Kalaamb
Mandi Gobindgarh Y

New Del

Dehradun & Rudrapur

-

Panchkula . ® ®.
Fariglaba ® \\“. ®
Jaipu =

Ghaziabad
ikandra ba‘(:é Plants

%

Gwalio
Kanour

Ahmedabad ® (ﬁl Indor!

New Raipur

Nagpur
A Raipur
C
Murbad Hyderabad
Mumbai & Pune
Hyderabad
! Vijayawada
Anantapur
Bengaluru
Malur
4 \

Umm Al Quwain

o Branch Offices Cum Warehouses
O Works
* Dealers Network

United Arab Emirates

. J/
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14..2000

Towns & Cities

800.

s Dealers & Distributors

! ;
== B
Sales Offlces

y / \ N
— .ILakh+ 42 Lakh U 30+ Years
E Retailers & Fabricators Tonnes Capacity of Experience
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